
Pressure Indicator Datasheet
Document details

1 Document Number - XDN.E.0053-000-DS-0001 -

2 Revision - 0 -

3 Date - 01/12/2025 -

4 Originator - C. Kgatwe -

5 Approver - P. Vilakazi -

General

6 Manufacturer - VTC -

7 P&ID - XDN.E.0053-000-M-PI-0002-01 -

8 Tag Numbers - VTC -

9 Qty - 2 -

Process

10 Fluid - Deisel -

11 Density kg/m3 959 -

12 Vapour pressure at normal temperature kPa (a) 2,4 -

13 Viscosity Pa.s 0,00108 -

14 Atmospheric pressure kPa (a) 101,6 -

15 Pressure, Operating kPa (g) 1200 -

16 Pressure, Design kPa (g) 1920 -

17 Temperature, normal °C 20 -

18 Temperature, Max Design °C 50 -

19 Temperature, Min Design °C 0 -

Design

20 Pressure Indicator type - Bourdon tube, glycerine filled -

21 Display units - Bar -

22 Range - 0 to 25 Bar(g) -

Construction

23 Connection - 1/2" NPT Male -

24 Isolation Valve - By Others -

25 Size mm 100 -

26 Dial - White background with black letters -

27 Needle - Black -

Material

28 Case - 316SS -

29 Pipe fittings - 316SS -

30 Window - Instrument glass -

Quality

31 Material Certificates - Type 3.1 for pipe fittings -

32 Hydrostatic test pressure kPa (g) 2500 -

33 Certificates - Calibration certificate for each PI -


