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6.8 kg DCP FIRE EXTINGUISHER
6.8 kg DCP FIRE EXTINGUISHER
9 kg CO2 FIRE EXTINGUISHER
9 kg CO2 FIRE EXTINGUISHER

HOSE BOX WITH 2x 30mx65mm DURAFLEX PROGRESS FIRE HOSE AND 1 BRANCH

65 mm FIRE HYDRANT 
(EXISTING)

9 kg CO2 FIRE EXTINGUISHER

6.8 kg DCP FIRE EXTINGUISHER

65 mm FIRE HYDRANT (EXISTING)

MAKE : VTC
TYPE : CARBON DIOXIDE
WEIGHT APPROX : 9 kg
QUANTITY : 3
MATERIAL : ALUMINIUM
SUPPORT ASSEMBLY : TIMBER BACKING BOARD
MOUNTING : SURFACE MOUNTED ON THE WALL
MOUNTING HEIGHT : 1200 mm AFFL

MAKE : VTC
FIRE HOSE TYPE : DURAFLEX PROGRESS HOSE
MINIMUM INLET PRESSURE : 220 kPa
MAXIMUM INLET PRESSURE : 1000 kPa
HOSE LENGTH : 30 m
CONNECTION : MALE COUPLING AND BRANCH
QUANTITY : 2
HOSE COLOUR : SIGNAL RED
BRANCH : 1
CABINET : STEEL SIGNAL RED
MOUNTING : SURFACE MOUNTED ON THE WALL
MOUNTING HEIGHT : 1200 mm AFFL

MAKE : VTC 
TYPE : DRY CHEMICAL POWDER
WEIGHT APPROX : 6.8 kg
QUANTITY : 4
MATERIAL : ALUMINIUM
SUPPORT ASSEMBLY : TIMBER BACKING BOARD
MOUNTING : SURFACE MOUNTED ON THE WALL
MOUNTING HEIGHT : 1200 mm AFFL

FIRE HOSE SCHEDULE

FIRE EXTINGUISHER SCHEDULE

FIRE EXTINGUISHER SCHEDULE

6.8 kg DCP FIRE EXTINGUISHER

6.8 kg DCP FIRE EXTINGUISHER

30 m FIRE HOSE & 9 kg CO2 6.8 kg DCP FIRE EXTINGUISHERFIRE HYDRANT

6.8 kg DCP & 9 kg CO2
 FIRE EXTINGUISHER

FIRE HYDRANT
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NOTES:

DO NOT SCALE DRAWING - ONLY DIMENSIONS SHOWN TO BE USED.
THE CONTRACTOR SHALL VERIFY ALL CONDITIONS, DIMENSIONS AND LEVELS ON THE SITE AND NOTIFY 
THE NEC SUPERVISOR OF ANY VARIATIONS BEFORE CONSTRUCTION.
SETTING OUT SHOULD BE DONE USING CIVIL ENGINEER'S DRAWINGS.
STRUCTURAL COMPONENTS SHOULD BE DONE USING STRUCTURAL ENGINEER'S DRAWINGS.
BUILDING WORKS SHOULD CONFORM WITH SANS 10400 STANDARDS AND THE ARCHITECTURAL 
SPECIFICATION ATTACHED.
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FIRE LAYOUT
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FIRE PROTECTION LAYOUT
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ALL FIRE EQUIPMENT TO BE IN ACCORDANCE WITH SANS 10400 
2011 3rd EDITION.
SYMBOLIC SAFETY SIGNS TO BE IN ACCORDANCE WITH SANS 
1186.
ALL FIRE FIGHTING EQUIPMENT TO BE IN ACCORDANCE WITH 
SANS 1128.
FIRE EQUIPMENT SIGNAGE REQUIRED IN TERMS OF TT29/32.
30m FIRE HOSE REELS TO COMPLY WITH SABS 543 TT34 WATER 
SUPPLY TO BE MINIMUM 25mm DIAMETER CLASS 2 COPPER.
PORTABLE FIRE EXTINGUISHERS TO COMPLY WITH TT37.
ALL WATER SUPPLY PIPES TO HOSE REELS TO BE CONNECTED 
TO THE BOOSTED FIRE WATER SUPPLY PIPE.
ALL WATER SUPPLY PIPES TO FIRE HYDRANTS TO BE 
CONNECTED TO THE BOOSTED FIRE WATER SUPPLY PIPE.
ALL SIGNAGE POSITIONS TO BE CONFIRMED ON SITE USING 
THE FIRE PLAN DRAWING.
ALL SIGNAGE TO BE VINYL CUT OUTS ON 250x250x1mm THICK 
PHOTOLUMINESCENT AS PER SANS 1186-5:2003.
ALL SAFETY SIGNAGE TO BE PHOTOLUMINESCENT.
PUSH TO OPEN LOCKABLE DEVICE, KEYED LOCK, FINISHED 
CHROMED.
SAFETY GLASS 5 mm. THICK DOOR PANEL.
SURFACE TYPE CABINET MADE OF 1.6 mm.(16 GAUGE) STEEL 
WITH STEEL TRIM & DOORFRAME, DOOR TO BE FURNISHED 
WITH CONTINUOUS STEEL HING (BRASS PIN), WITH PUSH TO 
OPEN LOCKABLE DEVICE, KEYED ALIKE, CABINET SHALL BE 
CLEANED & COATED WITH PHOSPHATE SOLUTION PRIOR TO 
BEING FINISHED WITH BAKED ON RED PAINTING (OSHA RED)
CONTINUOUS STEEL HINGE WITH BRASS PIN.
DRY CHEMICAL POWDER FIRE EXTINGUISHER, 5 kg, SANS 
LISTED.
5 kg. (DRY CHEMICAL POWDER), SANS LISTED.
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