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MANHOLE TYPE "B" (3-5m DEEP, PIPE <Ø900mm &
0-5m DEEP, PIPE Ø900mm-Ø1200mm

Scale- 1:25

SECTION A-A
SECTION B-B

C C

359

1:3 CEMENT
MORTAR RENDER

Y12 - 01 Y12 - 01

COVER & FRAME
TO SUIT LOCATION

REINFORCED CONCRETE REDUCER
SLAB GRADE 25/26

CONCRETE BASE GRADE 25/26

IN SITU MATERIAL TO BE
COMPACTED TO 95% MOD AASHTO

(REFER TO NOTES)

359 359

01 01 01 01 01 01 01 01

572

957

COVER & FRAME
TO SUIT LOCATION

20mm 1:3 CEMENT MORTAR
RENDER

CONCRETE BENCHING GRADE
20/13 TYPE "A" (REFER TO NOTE 3)

260 478 1555 478

3032
26

0

Y12 - 04 Y12 - 04

1:51:5

1435

95
7A A

B

B

Ø550

NOTES:

ALL DIMENSIONS ARE TO BRICKWORK
(IE. PLASTERING EXCLUDED)
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MANHOLE TYPE "A"
(TOTAL MASS 16.81kg)

MANHOLE TYPE "B"
(TOTAL MASS 36.36kg)

NOTES:

IN SITU GROUND MUST  BE COMPACTED TO 95% MOD AASHTO PRIOR TO
MANHOLE BASE SLAB BEING CAST. IF ANY DENSITY CANNOT BE ATTAINED, THE
IN SITU MATERIAL MUST BE REMOVED TO A DEPTH OF 300mm AND REPLACED
WITH A SELECTED BACKFILL.
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ROAD LAYERS
AS SPECIFIED

TO BE USED FOR THE FOLLOWING INTERNAL DIMENSIONS:

BRICK LAYING PATTERNS
Scale- 1:25

805mm
1035mm
1265mm
1495mm

920mm
1150mm
1380mm
1610mm

NOTES:

1. STRUCTURAL CONCRETE TO CONSIST OF GRADE 25/26 WITH CUBE
CRUSHING STRENGTH OF 25MPa AT 28 DAYS.

2. BLINDING TO CONSIST OF GRADE 15/26 WITH CUBE CRUSHING
STRENGTH OF 15MPa AT 28 DAYS.

3. CLEAR COVER TO MAIN STEEL 40mm.
4. MORTAR TO CONSIST OF 1:3 CEMENT SAND MIX.
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WHERE MANHOLE DEPTH IS LESS THAT 2.5m THE MANHOLE SHAFT
IS TO BE 150mm AND THE HEIGHT OF THE CHAMBER IS TO VARY.
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